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Changing 65E1ó Modes January ?A,t9g6

When running the 65816 in native modq it is possible to locate the stack anywhere
within bank $00. If the stack is located anywhere in memory other than pagè 1, and
the processor mode is switched to emulation mode, the upper half of the stack
pointer will be lost (set to $01). When the processor mode is switched back to native
Fqde, the upper half of the stack pointer will remain set to page $01. To avoid
losing the native mode stack pointer when switching to emulation mode, the stack
pointer must temporarily be saved. Then the stack pointer is set to the emulation
mode stack in page $01, and the native mode stack pointer is pushed onto the
emulation mode stack prior to switching the processor to emulation mode.
Switching ttre stack back to ttre native mode stack isdone by pulling the native mode
stack pointer off the emulation mode stack, and tranfering the 16 bit value to the
stack pointer. This must occur after the processor has already been set back to
native mode with 'm' and 'x' set to 16 bits. Note that the máin/aux stack page
switches cannot be used in native mode. Thus, when switching to emulation moãe
the main stack is used.

An example of switching to emulation mode is shown below:
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; EMTJI.ATTON STACK POINTER IS SAVED HERE !

; 16 BIT'm'Al.lD'x'
; TEMPORARY SAVE OF NATIVE STACK POINTER

; 8 Bff 'm'
; GET STACKPOINTER PAGE
; fS STACKALREADY INPAGE I?
; IF NOT, DONT SAVE IT
; SET STACKPAGE TO$01

; GET EMULA'TION STACK POINTER
; SETEMTJLATION STACK POINTER
; SA\¡E NATIVEMODE STACKPOINTER
; OFF TO EMT,LATTON I"A}¡D !

; SETNATI\IE MODE
; BUT ITS STILL IN 8 BIT LAND!
; SO LEÎS GO TO 16 BIT I.A}¡D!
; GETNATIVE STACKPOTNTER OFF EMULATION STACK
; AND SET THE NATI\/E MODE STACK POINTER

._t
An example of switching back to native mode is shown below:
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